NOTES:
6’ MIN.

EXPANSION LOOP !
‘ /NEW 3/4" LIGUIDTITE FLEX. DO _NOT

FASTEN TO WALL

EXIST. BRICK \
GATE POST NEW NEMA 4 JUNCTION BOX
FASTEN TO WALL.
— / 2.
2" _,\__i \—-CONCRETE/STONE FENCE CURB (EXIST.)
y Ly y EXISTING 3/4" RGSC
T 2 MIN REFASTEN TO CURB WALL
PVC TO FLEX. z )
LIQUIDTITE S| |["™———RUN PVC CONDUIT UP WALL 3.
COUPLING 5 BUT DO _NOT FASTEN TO WALL.
- NEW 3/4" SCH. 40 PVC
CONDUIT TO GATE
OPERATOR. MIN. BURIAL 4
DEPTH OF 18"
GATE OPERATOR 5

CONDUIT INSTALLATION
NOT TO SCALE

3

g 1on 4
D—— ' 8
N : <
TIE “L" BARS TO—] |
REINFORCING MAT t-=— |
=t
L +__%__i 7L BAR - #4x42''LX3"ELL
Seul L
Dt‘”l‘- REINFORCING MAT
1 CHAMFER ALL AROUND WWF -6x6-W4.0xW4.0
[ —— o
PAD 18 DEPTH li‘p\_
= BAR

FROST LEGS 26"
DEPTH BELOW
BOTTOM OF PAD

TR T 4" THICK - CAB
4" FROST LEGS, POUR
IN UNDISTURBED EARTH

GATE OPERATOR FOUNDATION
NOT TO SCALE

INSTALL NEW WROUGHT ANGLE IRON
AT _LOCATION RECOMMENDED BY
GATE OPERATOR MANUFACTURER.
WELD ANGLE IRON TO GATE.

2’-9" HINGE PIVOT POINT TO

GATE ATTACHMENT EXISTING FENCE CURB

EXIST. BRICK

FENCE POST EXISTING GATE POST TO BE REUSED
GATE_IN CLOSED -8 / REPLACE RECEPTACLE WITH
POSITION |- NEW NEMA 4 JUCNTION BOX
Nk Lﬂﬁ TR || ON EXISTING CONDUIT
____________ i ]
20dgrn T ~_
3/4" LIQUIDTITE FLEX.
EXISTING ANGLE IRON v-2r | v-pn \ MINIMUM 6 LONG.
TO BE REMOVED. GRIND - "
WELDS SMOOTH AND 2 e, | ~—EXTEND NEW_3/4” PVC TO
REFINISH TO MATCH GATE. | i CATE OPERATOR AS SHOWN.
'l
NEW HINGE \,g,___lp o
PIVOT POINT d | S 2’-9” HINGE PIVOT POINT TO
ASE-TIRL IR CENTER OF OPERATOR
| | R
GATE OPERATOR ANCHOR 7 N
TO CONCRETE PAD WITH i S " EXISTING GATE OPERATOR AND
EXPANSION ANCHORS. - FOUNDATION TO BE REMOVED
L N AND DISPOSED OF OFF-SITE.
NEW GATE OPERATOR—""
CONCRETE FOUNDATION
5/8'x8" J-BOLTS

SEE DETAIL
(TYPICAL - 4 EACH)

GATE IN OPEN

POSITION GATE OPERATOR

INSTALLATION DETAIL
NOT TO SCALE

. GATE OPERATOR SHALL BE LINEAR CORPORATION, OR EQUAL, SWING
GATE OPERATOR, MODEL SWC-111. OPERATOR SHALL HAVE 1 HP, SINGLE
PHASE MOTOR AND OPERATE FROM 120V, 1
SHALL BE CAPABLE OF OPENING A

PH. POWER. GATE OPERATOR
MAXIMUM NINETEEN (19) FOOT LONG
GATE WEIGHING 1000 POUNDS. UNIT SHALL BE CONTINUOUS DUTY RATED
AND SHALL OPEN THE GATE FULLY IN 11-14 SECONDS.

GATE OPERATOR SHALL HAVE EASILY ACCESSIBLE ADJUSTABLE CAM
OPERATED LIMITS, A UL325/UL991 COMPLIANT 24 VDC CONTROL MODULE,
EXTERNAL RESET BUTTON, POWER ON/OFF BUTTON, 115V ACCESSORY
POWER OUTLET, INTEGRATED 3-BUTTON CONTROL STATION. CONTROLLER
SHALL INCLUDE AN INTEGRATED RADIO RECEIVER, PLUG-IN LOOP DETECTOR
CAPABILITY, AND SURGE PROTECTION.

GATE OPERATOR SHALL HAVE A HEAVY-DUTY ZINC-PLATED STEEL CHASIS,
RIGHT-ANGLE GEAR REDUCER, 1" DIAMETER OUTPUT SHAFT, ADJUSTABLE
TORQUE LIMITER, HEAVY-DUTY PILLOW BLOCK BEARINGS AND UNIVERSAL
PAD MOUNT FRAME.

. PROVIDE A MINIMUM OF TWO BATTERY OPERATED REMOTE CONTROLS.
CONTROLS SHALL PROVIDE OPEN/STOP/CLOSE PUSH BUTTONS AND LED
INDICATION OF CURRENT OPERATION.

. VERIFY ALL MANUFACTURER’S DATA FOR DIMENSIONS, ANCHOR BOLT TEMPLATE
AND ANCHOR BOLT SIZES, FOUNDATION SIZES AND REQUIREMENTS.

6. LOCATE CONDUIT

STUB UP AT PAD PER MANUFACTURER’S REQUIREMENTS.

B m—
NEW NEMA 4 -
J - BOX

3/4"C -

374" C LIGHTS

4
§ "'J o
_F

TO MONUMENT (FOUND.

TRANSISTION FROM
PVC TO RGS
(SEE PLAN VIEW)

TO MONUMENT (FOUND. F6)

1 LIGHTS
RECEPS

DRILL EXISTING BASE.
EPOXY DOWELS IN PLACE
PLACE DOWELS MIDWAY IN

THE HEIGHT OF THE EXISTING BASE

NEW BASE

REINFORCEMENT BARS

SAME AS FOR SINGLE
PIER FOR FOUNDATION F5

FOUNDATION e F7
(FOUNDATION © F6 SIMILAR)

FOUNDATION BILL OF MATERIAL

43 6¥4 BARS HORIZ. 12 CTRS.
e gn g BOTH FACES (TYP. BOTH PIERS)
3T 4 COLUMNS OF 6%4 TIES ON
—.4}«] 12" CTRS. VERT. AND HORZ.
9 . (TYP. BOTH PIERS)
5 renl [T
G 1 Wl Pl 347 RoS
~ t‘“'{ ik I 1-0" MIN.
it il .
'““*“‘\Ww S5 @FINISH GRADE
3 P oo ] e
o T el & ==——14%4 VERT. EACH FACE 12" C-C
ol 3 F'?Tn < W/ 6L (TYP. BOTH PIERS)
L R T s
b T | —3'-0" BELOW FINISHED GRADE
N e AR YTy 2-3/4" RGS
& [l =L oA k—6%4 REBAR 11-1/2 C-C
R = 5%4 REBAR 12" C-C
e

MINIMUM & THICK
LAYER OF CA6

DUAL_FOUNDATION F5
SOUTH_ELEVATION
F1 CAL
-
—— = 10-1/2"
C 157 15" ¢ = 4-1/20
e ABBAIA BT = 16-1/2"
o | [ I
. . 121 -r
Y s Jay - la
SO S S e B
SV '
s el P A S e ‘:A_,',”,_ﬂa/w' RGS
K ST — 3747 RGS 2 EACH
o TP | e TRANSITIONS
A W T PVC TO RGS
: At . :
© 2l wu > T >
el 3/4" PVC 2 EACH

-

DUAL FOUNDATION F5
NOT TO S

CALE

3 ¢ PIPE SLIP FITTER

LOCATION [ NO |SIZE | LENGTH| SHAPE LUMINAIRES TvE. AL PIPE STANDS)
F5 24| *4 | 3-0" (NOTE 3) .
i 2] %4 | 4-3 | TO MONUMENT Tvp AL e STaNDS)
F5 6] #4 | 60" | — .
= O T T T 3-3" LONG (TALL PIPE SUPPORTS)
FE T 5 T30 TO LUMINAIRE
s T CABLE. MSSENBLY SPLICE To
F7 121 %4 | 3-0" CABLE ASSEMBLY
7 (NOTE 2) CIRCUIT CONDUCTORS IN
Fe 2] *4 | 4-3 JUNETION BOX (NOTE 2)
Fi 8 | ®4 | &-0” 1-0" LONG
F7 K I D —— (SHORT PIPE SUPPORT) NEMA 4 JUNCTION BOX
F7 3 *4 | 407 PIPE FLOOR STAND 3" ——"" | ] PIPE FLOOR STAND 3"
GATE OPER.| 2 E 3G ) (TYP. ALL PIPE STANDS) oA ; \ (TYP. ALL PIPE STANDS)
GATE OPER.| 1 | WWF | 2'X2’ 2HBTHWN ——————— | ! B PROVIDE WATERTIGHT GROMMET
1112 GNDIN 3747 € eeie & ENTRY FITTINGS FOR EACH CABLE
CONCRETE STRUCTURES _ CU. YD.| 6.9 NOTES: 14 Dol AND AT LIGHT FIXTURE HOUSING
REINFORCEMENT BARS __ POUNDS| _ 330 1. INSTALL WEATHERPROOF BOX IHOTHWN — | | Sowtd 4 248THWN
WITH DUPLEX OUTLET ATTACHED IN 374" C ot o o2 OND IN 3/4” C
TO JUNCTION BOX (RECEPTACLE) Tallop 1o o
4 i S B N (LIGHTS)
2. INSTALL CABLE WITH SUFFICIENT 16-172" L . .4 10-1/2"
LENGTH TO PROVIDE DRIP LOOP g B v e T
AND TO ALLOW FOR FULL LIGHTS —T | By o1 -

ADJUSTMENT OF LIGHT FIXTURE

(MIN. LENGTH = 8'-
3. SEE AIMING SCHEDULE SHEET 7

4. AT FIXTURES F6 AND F7 INSTALL
A SINGLE PIER ADJACENT TO THE

EXISTING PIERS

o RECEP.—/}Z 4 fnf"",]" iy

INSTALL *4 DOWELS 12”7 LONG.
AT JOINTS BETWEEN EXISTING

6" cA6 — = o
DUAL FOUNDATION F5 ELECTRICAL EXISTING FOOTING BASE.

SOUTH ELEVATION

FOUNDATION AND NEW FOUNDATION
FOR FIXTURES F6 & FT7 ONLY.
DRILL AND EPOXY DOWELS INTO

NOT TO SCALE

(APPROX. 1/2"=1"-0")
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